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Argus ST-727 – your dual network adapter 

Dualport Gigabit LAN adapter for use in server environments. The built-in 
Intel® chipset i350 offers a multitude of integrated functions that relieve the 

main processor and so for you smooth and almost error-free data transfer in 
the server environment to care. 

 

Intel® chipset i350 

Off-Load Checksum-, UDP-, TCP-, IP- & Segmentation calculation 

VT-c (VMDq, SR-IOV) 

RSS, MSI-X 
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Specifications 

Interface PCIe x4 v2.0 
Connectors 2x RJ45 – 10/100/1000 
Chipset Intel® i350 
Operating system Windows XP/7/8/8.1/10/11, Linux 
Dimensions (H/W/D) 22x135x120mm 
Package dimensions (H/W/D) 30x180x150mm 
Weight (net) 75g 
Weight (gross) 190g 
Packing units (VE/VPE) 1/60 
Warranty 12 Months 
Article number 
EAN-Code 

77773002 
4260455646635 

Scope of delivery Driver CD 
Low-profile slot bracket 

Manual 
(English) 

Features Supports Auto MDI 
8 Rx and TX queues per Port 

Off-Load Checksum-, UDP-, TCP-, IP- and Segmentation calculation 
Intel Quick Data Technology 

Jumbo Frames 
RSS 

MSI-X 
VT-c (VMDq, SR-IOV) 

IEEE 1588 (Timesync.) 
802.1AS Security (IPsec, LinkSec3)   

 

 


